
                    

McCann Industries Rail System 

(MIRS) 

Mounting Instructions 

 

MAKE SURE WEAPON IS UNLOADED AND BOLT IS 

REMOVED FROM RIFLE!!!!!!!!!!!!!!!! 
 

1. Read all instructions start to finish. No matter how many scopes and 

mounts you have installed. Failure to read and follow all instructions will 

void all warranties. 

2. Remove existing system completely (day and night optics). 

3. Clean out all screw holes and top of receiver. Remove old dry adhesives, 

paint and grease or oil. Including screw holes in receiver! The use of 

compressed air will help you in this area. 

4. Degrease all screws. Use acetone or other similar grease free substance for 

step 3 and 4. We recommend the use of safety glasses and rubber gloves 

when handling any chemical solvents or grease. 

5. Use a cotton tipped swab to apply a VERY thin coat/film of corrosion 

inhibitor to top of rifle action receiver rings around the area that is covered 

when mount is installed. Be careful not to get any in the threaded holes that 

are used to hold down the mount. 

6. Ensure screw number three (3) in MIRS Mount* is backed out far enough to 

keep from hitting the area behind the receiver ring, at the front of the loading 

and ejection port. 

7. Lay mount onto rifle. 

8. Place a drop of loctite* on screw #1 and insert it into the mount. 

9. Start the screw only…do not tighten. 

10. Repeat for screws #2, 4, and 5 (not screw #3). 

11. Once all the screws are started, tighten all the screws equally until all screws 

are snug. 

WARNING:  If you bend the wrench you are using too much force! DO NOT 

BEND THE WRENCH! 

12. Hand-tighten each screw in the following sequence 2,4,1,5. 

13. Apply a drop of loctite* on screw #3 and insert till it is snug (and in contact 

with the rear of the ejection port). 
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